
Experts in water.

 

Cascade
TM

Waterfall
With the inclusion of a Davey Cascade Waterfall you 
can create a calming, tranquil and colour water feature 
to enhance the look and feel of your backyard oasis.

KZD60

LED Light control  
box & remote

APPLICATIONS
Ideal for:

•	 Adding	that	waterfall	and	ambience	to	your	backyard	
pool or alfresco entertaining area

•	Water	features	and	ponds

Why ChOOSE ThE  
Davey Cascade Waterfall?

Available	in	12	different	models	the	Davey	Cascade	
Waterfall product line can suit different wall-mounting 
requirements. One unit by a small pump and filter 
combination provides you with a vibrant colourful LED 
waterfall which adds to your backyard oasis, visual 
interest whilst providing a soothing sound of flowing 
water and moist fresh air. 
•	Steady	and	even	flow	produces	state	of	the	art	

artificial waterfall
•	 Inbuilt	water-proof	LEDs	adds	colours	to	water	
(Standard	on	all	models)

•	LED	lights	are	powered	by	external	12V	DC,	which	is	
safe and reliable

•	The	LED’s	can	be	operated	through	panel	or	remote	
control	with	10	different	lighting	patterns	available

•	Different	lengths	of	lips	in	different	models	can	
fit various sized brick and constructed walls for 
installation

•	Multiple	water	descents	can	share	the	same	controller
•	LED	Light	control	box	&	remote,	sold	separately

Waterfalls

NEW
PB300L

PB600L

PB900L

PB1200L
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This literature is not a complete guide to product usage. Further information is available from your Davey Dealer, Davey Support Centre  
and from the relevant product Installation and Operating Instructions. Must be read in conjunction with the relevant product Installation  
and Operating Instructions and all applicable statutory requirements. Product specifications may change without notice.  
™ Davey is a trademark of Davey Water Products Pty Ltd.  © Davey Water Products Pty Ltd 2014.

Davey Cascade Waterfall
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PrODuCT INfOrmATION & DImENSIONS

model No.* Connection Size A
mm

B
mm

C
mm

D
mm Power Volts

PB300-25(L) 1.5	inch 40	mm 306 138 76 25 4W DC12V

PB300-150(L) 1.5	inch 40	mm 306 263 76 150 4W DC12V

PB300-230(L) 1.5	inch 40	mm 306 343 76 230 4W DC12V

PB600-25(L) 1.5	inch 40	mm 606 138 76 25 8W DC12V

PB600-150(L) 1.5	inch 40	mm 606 263 76 150 8W DC12V

PB600-230(L) 1.5	inch 40	mm 606 343 76 230 8W DC12V

PB900-25(L) 1.5	inch 40	mm 906 138 76 25 12W DC12V

PB900-150(L) 1.5	inch 40	mm 906 263 76 150 12W DC12V

PB900-230(L) 1.5	inch 40	mm 906 343 76 230 12W DC12V

PB1200-25(L) 1.5	inch 40	mm 1206 138 76 25 17W DC12V

PB1200-150(L) 1.5	inch 40	mm 1206 263 76 150 17W DC12V

PB1200-230(L) 1.5	inch 40	mm 1206 343 76 230 17W DC12V

* Standard	rear	feed.	90°	PVC	Elbows	are	supplied	for	bottom	feed	applications.

INSTALLATION

Davey Cascade Waterfall LED LIghT CONTrOL BOx

model No. Description

KZD60 Davey Cascade Waterfall LED Light Control Box

With	INPUT	of	AC	100-240V/50-60Hz	&	OUTPUT	of	DC12V/60W,	it	provides	
for	10	different	light	pattems	on	the	Davey	Cascade	Waterfall	LED	Bar.

Working Temperature -20~+40°C
Input AC	100	-	240V	50/60Hz

Output DC	12V,	60W

•	 LED	Light	Control	Box	comes	with	a	2	metre	10	amp	240V	plug	and	lead

•	 The	Davey	Cascade	Waterfall	unit	comes	with	a	3	metre	12V	DC	cable	for	
connection to the LED Light Control Box

APPROXIMATE  PROJECTION OF 
SHEET PER 300MM OF WATERFALL 

LENGTH


